


	Worksheet Revision No.: 
	     
	Serial No.: 
	     

	Customer:
	     
	Completed by/Date:
	     

	Project:
	     
	Reviewed by/Date:
	        

	SOR No.:
	            
	Item No.:
	     


     
Quantity of LKAT Systems totalized    (Individual LKATs must be scaled equivalent mA per kA)
	 FORMCHECKBOX 
  Calibrate with System(s)                     FORMCHECKBOX 
   Calibrate as “stand alone”


Scaling of Individual LKAT System
	0% F.S.
	100% F.S.
	

	Rectifier Current
	0kA
	     kA
	

	LKAT Output
	     mA
	     mA
	

	Scaling of Totalized LKAT Systems
	0% F.S.
	Calibrated F.S.
	( May be <100% F.S.)

	
	Totalized Bus Current
	0kA
	     kA
	Recommended maximum totalizer output voltage is 1 Volt.  Consult DynAmp Engineering for higher totalizer output voltage.

	
	Totalizer Output:
	     mV
	     mV
	


NOTE :

· Totalizers are unidirectional ( forward current only )
· Shunt Modules are bi-directional
	

	

	TO BE COMPLETED BY ENGINEERING :    

	Equipment Label Information:

	Special Interconnection Drawing  FORMCHECKBOX 
      

 FORMTEXT 
     
	INPUT:
	      mA  -       mA

	Module Burden Resistance =                

 FORMTEXT 
     
	OUTPUT:
	      mV  -       mV / 0kA  -        kA

	
	
	       mA MAX Input


	Comments:       
	     


NOTE:  All comments, corrections and changes must be initialed and dated.

Attach customer block diagram / schematic when applicable 
No of pages attached      
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